
Logitech Zone 750

- Advanced noise-cancelling mic
Designed for an enhanced collaboration experience. 
Zone 750 is a USB headset that delivers premium 
audio and reliable call clarity with advanced noise-
cancelling mic technology. It’s lightweight, stylish, 
comfortable for long meetings, and works with 
common calling applications across most all 
platforms and operating systems.

WHAT’S IN THE BOX

Headset with inline controller and USB-C connector
USB-A adapter^1
Travel bag
User documentation
^1 Only use the USB-A adapter with the provided 
headset.

FEATURES

- Advanced noise-cancelling mic
- 40mm driver for immersive audio
- Flip-to-mute mic
- Reliable USB-A and USB-C connections
- Simple in-line controls
- Comfort meets style
- Logi Tune App

Mentioned above



PACKAGE SPECIFICATIONS

Primary pack Master shipper carton
Part # 981-001104 N/A
Bar code 5099206098541 (EAN-13) 50992060985418 (SCC-14)
Weight gr 474 2284
Length cm 23.2 34
Width cm 19.4 24.8
Height/depth cm 8.1 21.5
Volume 3.65 dm3 0.02m3
1 primary pack 1 N/A
1 master shipper carton 4 1
1 pallet EURO 252 63
1 container 20 ft 6160 1540
1 container 40 ft 12800 3200
1 container 40 ft HQ 15360 3840
GRAPHITE M/N:A00100 WW
Part #: 981-001104
EAN: 5099206098541
Bar code: 50992060985418

SYSTEM REQUIREMENTS

Windows, Mac, or Chrome based computer with 
available USB-C or USB-A port.

TECHNICAL SPECS

- Type:
Main Mic: Uni-directional
Secondary Mic: Omni-directional
- Frequency response: 100-16kHz
- Sensitivity:
Main Mic: -48dBV/Pa
Secondary Mic: -40dBV/Pa

Speakers
Frequency response (music mode): 20-16kHz
Sensitivity: 99dB±3dB at 1000Hz @30mW,1cm
Driver size: 40 (mm)
Driver impedance: 32 ohm
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